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PDU PDU

Direct Power PDU-UK 3pin (MCB Protection)
• PDU-C-13A-12-MP-XX

• PDU-C-13A-20-MP-XX

• PDU-C-13A-23-MP-XX

Model No.

PDU-C-13A-12-MP-XX

PDU-C-13A-16-MP-XX

PDU-C-13A-20-MP-XX

PDU-C-13A-23-MP-XX

Description

12 Way UK13A(BS1363) Socket with MCB Protection

16 Way UK13A(BS1363) Socket with MCB Protection

20 Way UK13A(BS1363) Socket with MCB Protection

23 Way UK13A(BS1363) Socket with MCB Protection

Mounting

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Ordering Information and Physical Characteristics

Direct Power PDU-UK 3pin (RCCB Protection)
• PDU-C-13A-12-RC-XX

• PDU-C-13A-20-RC-XX

• PDU-C-13A-23-RC-XX

Model No.

PDU-C-13A-12-RC-XX

PDU-C-13A-16-RC-XX

PDU-C-13A-20-RC-XX

PDU-C-13A-23-RC-XX

Description

12 Way UK13A(BS1363) Socket with RCCB Protection

16 Way UK13A(BS1363) Socket with RCCB Protection

20 Way UK13A(BS1363) Socket with RCCB Protection

23 Way UK13A(BS1363) Socket with RCCB Protection

Mounting

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Vertical Mount “Zero U”

Ordering Information and Physical Characteristics

Direct Power PDU-IEC (19’’ Rack Mount)
• PDU-C-C13-13-NA-XX

• PDU-C-C13-08-IFU-XX

• PDU-C-C13-10-SL-XX

• PDU-C-C13-06-AM-XX

• PDU-C-C19-04-AM-XX

• PDU-C-C1904-C1302-AM-XX

Model No.

PDU-C-C13-13-NA-XX

PDU-C-C13-08-IFU-XX

PDU-C-C13-10-SL-XX

PDU-C-C13-06-AM-XX

PDU-C-C19-04-AM-XX

PDU-C-C1904-C1302-AM-XX

Description

13 Way IEC320 C13

8 Way IEC320 C13 with Individual Fuse Protection

10 Way IEC320 C13 with Individual Socket Locking Protection

6 Way IEC320 C13 Socket with Digital Ammeter

4 Way IEC320 C19 Socket with Digital Ammeter

4 Way IEC320 C19 + 2 Way IEC320 C13 Socket with Ampere meter

Mounting

Horizontal (19’’ standard)

Horizontal (19’’ standard)

Horizontal (19’’ standard)

Horizontal (19’’ standard)

Horizontal (19’’ standard)

Horizontal (19’’ standard)

Ordering Information and Physical Characteristics

Input Plug Type: IEC60309 16A 
(Industrial Plug) C form

Parameter: Rating up to 16A

Input Plug Type: IEC60309 32A 
(Industrial Plug) C form

Parameter: Rating up to 32A

Input Plug Type: IEC60309
(3 Phase)

Parameter: Rating up to 16A/ 32A 
380VAC

*(XX) denotes
	 Type of
	 Input Plug

Input Plug Type:
IEC320 C14 Plug

Parameter:
Rating up to 10A

Input Plug Type:
IEC320 C20 Plug

Parameter:
Rating up to 16A

Input Plug Type:
BS546/A

Parameter:
Rating up to 15A

Input Plug Type:
UK 13A socket (BS1363)

Parameter:
Rating up to 13A

• PDU-C-13A-16-MP-XX

• PDU-C-13A-16-RC-XX


